Oznaceni dilt Parts labelling

M - fotoleptané kovoveé dily M - photoetched parts
D - obtisky D -decals
W -drat W - wire
? -volba ? - option
(y=== - vyvrtat (=== -drill

Poznamka - Pro ¢iré zaskleni je mozné folii v oknech po vlepeni umyt Stetcem navlh¢enym vodou

Notice - You can wash foil in windows by water moistened brush for pellucid windows

Navod ke stavbé Instructions
PFi stavbé postupujte podle instruktaznich obrazka. Follow the instruction drawings the assembly.

Upozornéni:Béhem opracovani mize vznikat prach, Notice:Machining can produce dust witch can be
ktery muZze drazdit dychaci cesty.PouZivejte ochranu irritanting to the respiratory trackt.Metal parts should
o¢i pfi odstfihovani kovovych dild. be cut off using protection evesight.

MODELGHOIGE.NET

ORDER & BUY DIRECTLY FROM MANUFACTURERS

Plus Model s.r.o
Jizni 56, 370 10 Ceské Buds&jovice
Czech Republic
http://www.plusmodel.cz
e-mail: plusmodel@plusmodel.cz
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Fordson WOT-2D

Historie
Po vypuknuti valky zacal Ford v Britanii vyrabét modelovou fadu vozidel WOT ( War Office Trucks) jejiz
nejmensim reprezentantem byl model WOT -2. Vozidlo bylo také znamo pod nazvem ,,Fordson®. Vyroba
zacala v roce 1939 a pokraCovala po celou dobu valky. Prvni vozidla byla vybavena otevienou kabinou
s rolovacimi platénymi dvefmi a Celnimi vétrnymi Stitky. Kabina byla se shora kryta svinovaci plachtou.
Korba byla dievéna v kovovém ramu. Casem se stale lehce ménila konstrukce a vylepsovalo se pohodli
posadky. Vozidlo dostalo uzaviratelnou kovovou kabinu a plné celni skla. Existovalo velké mnozstvi
variant nastaveb od prostého ndkladniho vozu az po protiletadlové nebo $tabni varianty se sktinovou
nastavbou. Celkem bylo vyrobeno témér 60000 vozidel.
Technicka data
Motor : osmivalec s vélci do V

objem 3621 ccm

vykon 60 HP
Ptevodovka: ¢tyfi rychlosti vpied a jedna vzad
Celkova hmotnost: 3354 kg

History
After the outbreak of WWII Ford in Britain started to produce a WOT truck range (War Office
Trucks) and WOT -2 was the smallest of this range. It was also sometimes called ,,Fordson®.
The production started in 1939 and it contined throughout the war. The first batch was equipped
with an opened cab with canvas “doors” and glass windscreen, the roof was also made of canvas
and could be folded. The deck was made of wood in a metal frame. During the production the
structure was improved several times and it became more comfortable. A metal cab with a proper
roof and windscreen was used. There were a lot of versions from a conventional lorry to AA or
staff version with a closed superstructure. Almost 60,000 units were built.
Technical data
Engine: §-cylinder V-shaped

volume 3,621 ccm

power 60 HP
Gears: 4 plus 1 reverse
Total weight: 3,354 kg
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Celé vozidlo je v barvé S.C.C. No.61 Light stone
se skvrnami v barvé S.C.C. No.1a Dark brown.

All vehicle is in S.C.C. No.61 Light stone color
with blotches in S.C.C. No.1a Dark brown.
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Kamuflaz a oznacéeni
Camouflage and marking

Celé vozidlo je v barvé S.C.C. No.15 Olive drab
se skvrnami v barvé S.C.C. No.14 Black.

All vehicle is in S.C.C. No.15 Olive drab color
with blotches in S.C.C. No.14 Black color.




Onward

13










10

Levé predni kolo
Left front wheel







