plus mode/

016 Well with well winch

Studna s rumpalem
Navod ke stavbé
Pri stavbé postupuijte podle instruktaznich obrazku.

Upozornéni:Béhem opracovani muze vznikat prach,

ktery mize drazdit dychaci cesty. Pouzivejte ochranu
oCi pfi odstfihovani kovovych dilu.

Instructions
Follow the instruction drawings the assembly

Notice:Machining can produce dust witch can be
irritating to the respiratory tract. Metal parts should
be cut off using protection eyesight.

MODELGHOIGE.NET

ORDER & BUY DIRECTLY FROM MANUFACTURERS

Plus Model s.r.o
Jizni 56, 370 10 Ceské Budé&jovice
Czech Republic
http://www.plusmodel.cz
e-mail: plusmodel@plusmodel.cz

Instructions:

Gement props into holes in the body of the well and winch roller between them. Cement a roof on
the top of the props from the above. Cement a shaft into a hole in the prop side and winch wheel

on it. Wind up a thread on the winch roller and tie up one end of this thread to the bucket handle,
which can he made from a thin wire included in the kit.

Navod ke stavhé

Do otvorii v t&le studny vlepte stojiny a mezi né valec rumpdlu. Seshora nalepte stfechu. Do bog-
niho otvoru ve stojiné viepte osu rumpalu a na ni nalepte kolo. Na valec rumpalu navifite nit a jeji
konec privazte k madlu na otvoru. Madlo vyrobte z pfiloZeného tenkého dratku.
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