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Ford WOT 3

1st Pacific Battalion, Free French Forces, Bir Hakheim area, spring 1942
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Ford WOT 3
The restoration of this vehicle had ended in 2002
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Ford WOT 3
Jedenapultunovy nakladni automobil 4x2
WOT Ford (Fordson) 3 byl vyrabén
v letech 1939-44 v poctu témér 18000
kusU ve Velké Britanii pro armadu a RAF.
Na voze byly uzivany rlizné nastavby
jako dilny, dodavka, valnik, existovala i
verze s otevienou kabinou pro Indii.

Technické parametry:

Jedenapultunovy nakladni automobil 4x2
Motor — ¢tyfdoby vidlicovy osmivalec Ford
Vykon — 63kW(85bhp)

Obsah — 3621 cm2

Prevodovka — Ctyfrychlostni, zpatecka
Brzdy — mechanické na vSech kolech
Rozvor — 3645 mmm

Délka — 5766

Sitka 2184 mm

Vyska — 2718 mm

Hmotnost — 2946 kg

PFi stavbé postupujte podle instruktdzniho obrazku

Ford WOT 3

Production of the 1,5 ton 4x2 military
vehikle WOT Ford (Fordson) 3 was during
1939 to 1944 in Great Britain for Army and
RAF. There were bulit about 18 000
vehicles.

It was produced with various types of
machinery bodies, as delivery truck, flat
bed, workshop-lorry and open cab version
for India

Specifications:

1,5 ton 4x2 military vehicle

Engine - V eight cylinder, four-stroke,
63kW(85bhp)

Engine dimension - 3, 621 L

Engine power - 63kW(85bhp)
Gearbox - Four forvard, one reverse
Brakes - mechanical on all wheels
Wheel base- 3645 mm

Lenght- 5766 mm

Width - 2184 mm

Height - 2718 mm

Weight - 2946 kg

Follow the instruction drawing the assembly.

Upozornéni: BEhem opracovani mize vznikat
prach, ktery muze drazdit dychaci cesty. PouZzi-
vejte ochranu o&i pfi odstfihovani kovovych dilG.

Notice: Machining can produce dust witch can
be irritating to the respiratory trackt. Metal parts
should be cut off using protection eyesight.
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Resinové dily - Resin parts
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Prdhledné dily - Clear parts

Foil

Kovové dily - Metal parts ———
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Symboly - Symbols

Zaskleni
Clear fix
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Barvy - Colours
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Stavebni postup - Assembly instructions
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